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502- 



Start vehicle and allow vehicle's engine to 
reach normal operating temperature 



50. 



Shut off vehicle when vehicle's engine reaches normal 
operating temperature. Open pressure regulator. Verify 
that ON/OFF switch is set to ' W position. 



50) 



6^ 



Add correct ratio of gasoline and detergent to gasoline 

reservoir. Disconnect vehicle's fuel lines. Connect 
output and return hoses of automatic fuel system cleaner 
to vehicle's gasoline engine fuel system. 



50- 



Connect automatic fuel s^isXQm cleaner to vehicle's 
battery. Set selector switch to "gasoline" position. 
Remove vehicle's gas cap to relieve pressure in vehicle's 
fuel tank. 



51 



Set timer for for appropriate run time. Set ON/OFF switch to "on" 
position. Press and hoid START/RUN switch and turn pressure 
reguiator clockwise until pressure in automatic fuel system 
cleaner exceeds 4.0 psi. Release START/RUN switch. 



512 



Turn pressure regulator clockwise until gasoline pressure 
gauge indicates vehicle's correct operating pressure. 
Start vehicle to begin cleaning of vehicle's gasoline 
engine fuel system. 



51 



Set ON/OFF switch to "off" position when cleaning cycle 
ends. Turn off vehicle's engine. Turn pressure regulator 
counter-clockwise to release residual pressure. 



516^ Disconnect automatic fuel system cleaner from vehicle, 
^ Re-connect the vehicle's fuel lines. 



6 

602^ 



Fill diesei reservoir with diese! and detergent mixture by 
adding detergent and diesei fuel to diesei reservoir in a 1 :1 

ratio. 



60. 



4^ 



60 



60 



61 



612- 



61 



Connect output and return hoses together with adaptors. Set 
selector switch to "diesei" position. Set timer control to a run time 
greater than five minutes. Set ON/OFF switch to "on" position. 
Press and hold START/RUN switch for one minute, then release. 



Set ON/OFF switch to "off" position. Disconnect adaptors 
from output and return hoses. Start vehicle and allow 
vehicle's engine to reach normal operating temperature 



Shut off vehicle when vehicle's engine reaches normal 
operating temperature. Connect automatic fuel system 
cleaner to vehicle's battery. Remove vehicle's gas cap to 
relieve pressure in vehicle's fuel tank. Disconnect vehicle's 
fuel lines. 



Connect output and return hoses of automatic fuel system 

cleaner to vehicle's diesei engine fuel system. 
Set timer control to a run time greater than five minutes. 
Set ON/OFF switch to "on" position. 



Press and hold START/RUN switch. 
Release START/RUN switch when the diesei pressure 
gauge indicates a stabilized diesei pressure. 



Start vehicle to begin cleaning of vehicle's diesei engine 
fuel system. Adjust timer control for desired run time. 



61^ 





r 


Turn off vehicle's engine before run time expires. Set ON/ 1 


OFF switch to 


"off" position. 1 



61 



Disconnect automatic fuel system cleaner from vehicle. 
Re-connect the vehicle's fuel lines. 



